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NATIONAL AERONAUTICS AND SPACE ADMINISTRATION 

With the  increased operation of supersonic a i r c r a f t  by the mi l i ta ry  and with 
1 t he  poss ib i l i t y  of extensive commercial supersonic transport  operation, operators 
I of personal owner and executive type of airplanes and helicopters have become con- 
1 cerned t h a t  the  shock waves (sonic booms) caused by a i r c r a f t  f ly ing  a t  supersonic 

speeds might cause s t ruc tu ra l  damage or  other safety-of-fl ight hazards t o  these 1 l i gh t  a i r c r a f t .  

~~ 

TECHNICAL NOTE D-1941 

MEASUREMENTS OF THE RESPONSE OF TWO LIGHT AIRPLANES 

TO SONIC BOOMS 

By Domenic J. Maglieri and Garland J. Morris 

SUMMARY 
1937% 

A jo in t  FAA-US@-NASA investigation has been made t o  determine the  accel- 
erat ion response near t he  center of gravi ty  of two l i g h t  airplanes, a Piper Colt 
and Modified Beech C-4’3H, t o  sonic-boom overpressures varying from around 1 t o  
16 lb/sq f t .  The tes t  airplanes were exposed t o  the  sonic booms while parked on 
the  ground, i n  cruising flight, i n  turns,  and i n  f l i g h t  near s ta l l .  

Acceleration increments were less than 9 . 2 g  i n  the normal, transverse, or 
longitudinal direction, had periods of about 0.1 second, and were damped out i n  
less than 2 cycles. 
source of the  response t o  sonic booms was thought t o  be s t ruc tura l .  
higher responses were measured fo r  the Piper Colt than fo r  the Modified 
Beech C-45H and were a t t r ibu ted  t o  the  l i gh te r  wing loading of the Colt. 

No a i r c r a f t  rigid-body motions were detected and the  primary 
Somewhat 

Responses t o  the sonic booms appeared t o  be s o  small as t o  have no s igni f i -  
cance as regards s t ruc tu ra l  loads or airplane control and generally were negligi-  
b le  i n  comparison with responses resul t ing from routine operations such as take- 
o f f ,  landing, and f l i g h t  i n  l i g h t  turbulence. 

INTRODUCTION 

Several different  investigations have been aimed toward evaluating the 
e f fec ts  of a wide range of sonic-boom inputs on mil i tary and commercial a i r c r a f t .  
(See refs. 1 t o  7.) I n  par t icu lar ,  such variables as the  s t a b i l i t y  of the  a i r -  
c ra f t ,  transient t a i l  loads, and s t ruc tura l  responses were studied. For mi l i ta ry  
fighter a i r c r a f t  f lying a t  supersonic speeds i n  formation, f o r  which condition the  
separation distances a re  small and closure rates are slow, the s t a b i l i t y  modes of 
the  a i r c r a f t  may be excited and s ignif icant  t ransient  t a i l  loads may be imposed 



I ( r e f s .  3 t o  7).  These exci ta t ions of s t a b i l i t y  modes and excessive t a i l  loads 
have not been observed during operations with commercial a i r c r a f t  because the  
separation distances a re  usually greater  and the closure r a t e s  a re  much higher 
( r e f s .  1, 2, 3 ,  and 7) .  For t e s t s  i n  which a commercial a i r c r a f t  ( re fs .  1, 2, 
and 7) was exposed t o  comparable sonic booms both on the ground and i n  f l i g h t ,  
it was judged by occupants t h a t  the greater  response occurred while the a i r c r a f t  
was on the ground. In  both t e s t s  the induced loads were considered negligible 
and no s ignif icant  s t ruc tu ra l  damage was observed. 

The e f f ec t s  of sonic booms on l i gh t  a i r c r a f t  have been b r i e f ly  considered 

However, there have been no 
i n  references 8 and 9. 
of sonic booms would probably not be s ignif icant .  
substantiating l i gh t - a i r c ra f t  response measurements t o  determine possible s t ruc-  
t u r a l  damage o r  loss  of control due t o  sonic-boom loadings or t o  subsequent p i l o t  
reactions. 

The r e su l t s  of these studies indicated t h a t  the  e f f ec t s  

Because of the lack  of experimental data concerning the  e f f ec t s  of sonic 
booms on personal owner and executive-type a i r c r a f t  and helicopters,  a j o in t  FAA- 
USAF-NASA program was conducted t o  obtain information on the responses of l i g h t  
a i r c r a f t  t o  sonic booms and the reactions of the p i lo t s .  

The four d i f fe ren t  types of t e s t  airplanes and one helicopter involved i n  
t h e  program were provided, maintained, and operated by the FAA. 
responses and motions were obtained from a Piper Colt and a Modified Beech C-45H. 
Some addi t ional  observations were made fo r  a Piper Comanche, a Piper Apache, and 
a Bell  47D helicopter.  
on the blades was provided, instrumented, maintained, and operated by the U.S.  Army 
Aviation personnel. 
of the observations r e l a t ing  t o  the  other l i g h t  a i r c r a f t  i n  the  program will be 
reported by the FAA. 

Measured airplane 

A Hil le r  H-23D helicopter which had s t r a i n  gages in s t a l l ed  

Results from t e s t s  with the Hi l le r  H-23D hel icopter  and some 

From previous experience, it i s  believed t h a t  the  response of a l i g h t  a i r -  
c r a f t  on a given heading would be a fbnction of i t s  geometry and operating char- 
a c t e r i s t i c s  (wing loading, short-period s t a b i l i t y  mode, e tc . )  a s  well a s  of the 

sonic boom. 
responses and motions of the Piper Colt and Beech C-43H airplanes over a range of 
operating conditions f o r  the  various sonic-boom inputs. 

I physical properties (overpressure, wave shape, period, and wave angle) of the 
The purpose of the present paper i s  t o  present t he  acceleration 

SYMBOLS 

Amax maximum posi t ive or  negative value of airplane acceleration increment 
fo r  a specif ic  sonic boom, g un i t s  

pressure r i s e  across shock wave a t  ground leve l ,  lb/sq f t  

measured f ree-a i r  pressure r i s e  across shock wave, lb/sq f t  

h0 
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measured pressure r i s e  across shock wave a t  a height of 20 f ee t  from 
ground, lb/sq f t  

estimated pressure r i s e  across shock wave a t  t e s t - a i r c ra f t  a l t i tude ,  
lb/sq f t  

time in te rva l  between a r r i v a l  of bow shock wave and t a i l  shock wave, sec 

estimated t i m e  i n t e rva l  between a r r i v a l  of bow shock wave and t a i l  shock 
wave a t  t e s t - a i r c ra f t  a l t i tude ,  sec 

airplane Mach number 

Mach angle, Sin-' 1 
M 

experimentally determined shock-wave angle, deg 

estimated shock-wave angle a t  t e s t - a i r c ra f t  a l t i tude ,  deg 

direction from which wind i s  blowing, deg 

atmospheric pressure, lb/sq f t  

atmospheric temperature, OF 

wind velocity,  f t / sec  

APPARATlTS AND METHODS 

General Procedures 

S i d a t e d  i n  the  tes ts  were f l i g h t  conditions normally experienced by l i gh t  
a i r c r a f t  f ly ing  i n  a routine manner i n  the same v ic in i ty  i n  which supersonic a i r -  
c r a f t  are operating. Several l ight a i r c r a f t  were t e s t ed  i n  the  s t a t i c  condition 
on the  ground and a t  an a l t i t ude  of 5,000 f e e t  a t  various operating conditions 
including cruise  f l i g h t ,  turns ,  and f l i g h t  near s t a l l  while being exposed t o  the  
shock waves from a supersonic a i r c r a f t  i n  steady l eve l  f l i g h t  a t  predetermined 
a l t i t udes  and Mach numbers. The generating airplane w a s  flown a t  a l t i t udes  from 
3,600 feet  t o  36,000 fee t  above mean sea l eve l  (MSL) a t  Mach numbers from 1.02 
t o  1.34. These test  conditions of t he  generating a i r c r a f t  produced peak over- 
pressures a t  ground l eve l  from about 1 t o  1.2 lb/sq f t ,  shock-wave angles from 
about 5 6 O  t o  79O, and periods from about 0.06 t o  0.10 second. 
runs were made from February 19 t o  25, 1963. 
f o r  both the generating a i r c r a f t  and the  two instrumented t e s t  a i r c r a f t  i s  given 
i n  tab les  I t o  111. 
obtained simultaneously fo r  both the  generating and the  t e s t  airplanes,  and these 
data were correlated with tes t -a i rplane response measurements, p i l o t  observations, 
and sonic-boom measurements. 

Twenty-three f l i g h t  
A summary of the operating conditions 

Radar space-position information as a function of t i m e  w a s  
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I Test S i t e  

The f l i g h t  t e s t s  were accomplished i n  the v i c in i ty  of the  Edwards A i r  Force 
Base Supersonic Fl ight  corridor a t  the  south end of Rogers Dry Lake i n  California.  
The t e r r a i n  i s  generally f l a t  with only sparse vegetation and i s  approximately 
2,000 t o  3,000 f e e t  above mean sea level .  
of f igure l ( a ) ,  no extreme var ia t ions i n  elevation existed i n  the t e s t  area.  
a l l  t e s t s  the generating airplane was flown a t  steady-level-flight conditions 
generally along a 250° magnetic heading. The t e s t  airplanes were flown i n  the 
v i c in i ty  of runway 25-7 f o r  t he  f l i g h t  t e s t s  or  were parked on t h i s  runway f o r  
the ground t e s t s  ( f i g .  l ( b ) ) .  

A s  can be seen from the contour l i nes  
I n  

Weather Observations 

Rawinsonde observations from the Edwards A i r  Force Base weather f a c i l i t y ,  
which was located about 7 miles from the ground pressure recording s t a t ion  
( f i g .  l ( a ) ) ,  were taken within 3 hours of each f l i g h t  t e s t .  
temperature and pressure, along with the  calculated values of speed of sound, 
humidity, and wind velocity and direction, were provided a t  1,000-foot in te rva ls  
f o r  a l t i t udes  up t o  about 5,000 f e e t  i n  excess of the generating-airplane a l t i tude .  
Based on the foregoing measurements, estimates of the atmospheric data per t inent  
t o  the generating-aircraft  a l t i t ude ,  t e s t - a i r c ra f t  a l t i t ude ,  and the ground sur- 
face i n  the test area during the t e s t s  a re  given i n  tab le  IV. 

Measured values of 

Description of Aircraf t  

Generating a i r c r a f t . -  A photograph of the  type of airplane used t o  generate 
the sonic booms f o r  these t e s t s  i s  shown a s  f igure 2. These a i r c r a f t  had an over- 
a l l  length of 55 fee t  and a gross weight of approximately 27,000 pounds. They 
were provided, maintained, and operated by U.S. A i r  Force personnel. The operating 
dates, along with conditions of Mach number, a l t i t ude ,  and heading f o r  a l l  the  
runs, a re  given i n  t ab le  I. 

I Test a i r c r a f t . -  The FAA Piper Colt ( f i g .  3 ( a ) )  and Modified Beech C-45H 
( f i g .  3 ( b ) )  airplanes were instrumented by NASA personnel and were the  only a i r -  
c r a f t  f o r  which response measurements were made. Planform views on which a r e  
indicated overal l  dimensions, wing area,  wing loading, a i r c r a f t  weight, and speed 
range, a r e  given f o r  t he  Piper Colt and Beech C-45H airplanes i n  f igures  4(a)  and 
4( b) , respectively. 

Aircraf t  Positioning 

The generating a i r c r a f t  and one of the two instrumented tes t  a i r c r a f t  were 
positioned over t he  t e s t  area by means of ground control procedures with the a id  
of radar tracking f a c i l i t i e s  located approximately 8 miles north of the t e s t  area 
( f i g .  l ( a ) ) .  Radar plotting-board overlays were obtained f o r  the generating a i r -  
c r a f t  and one instrumented t e s t  a i r c r a f t  f o r  each run  l i s t e d  i n  the tab les .  Plan 
posit ion and a l t i t u d e  data obtained a t  1-second in te rva ls  f o r  the generating 

I 
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a i r c r a f t  and ?-second in te rva ls  fo r  the t e s t  airplane were used t o  provide the 
type of information shown i n  f igure 5. The data of f igure 5 apply d i rec t ly  t o  
run 14a f o r  which the t e s t  a i r c r a f t  was on a f l ight-path heading generally per- 
pendicular t o  t h a t  of the generating a i r c r a f t .  

Plotting-board information such as  t h a t  indicated i n  f igure 5 was used t o  
properly posit ion the generating a i r c r a f t  t o  provide a predetermined sonic-boom 
exposure i n  the  t e s t  area and t o  posit ion the  t e s t  a i r c r a f t  i n  the  area a t  the 
proper time. From t h i s  type of overlay the ac tua l  plan posit ion,  a l t i t ude ,  and 
velocity of the generating and t e s t  a i r c r a f t  were subsequently determined. 

In  order t o  synchronize the tracking data with both the sonic-boom pressure 
measurements and the  airplane response measurements, a 1,000-cps tone s ignal  was 
superimposed on a l l  the data records approximately 10 seconds before the gener- 
a t ing  a i r c r a f t  passed over the ground recording s ta t ion .  

Instrumentation 

Sonic boom.- I n  order t o  provide a basis  fo r  estimating the  overpressure 
conditions f o r  the  t e s t  a i r c r a f t ,  transportable ground-based sonic-boom pressure 
measuring equipment ( f i g .  6) was provided and operated by NASA personnel. This 
equipment w a s  located a t  the intersect ion of runways 25-7 and 35-17 ( f i g .  l ( b ) )  
and consisted of 2 microphones and t h e i r  associated power supply, amplifiers,  and 
recorder. One microphone was located a t  approximately ground l eve l  and one was 
located d i r ec t ly  above on a 20-foot-high mast. 
possible the measurement of both f r ee -a i r  ground and re f lec ted  pressure signatures 
plus the angles of incidence of the  shock waves. 
mercially available condenser microphones, were special ly  modified i n  order t o  
provide frequencies from 0.1 cps t o  10,000 cps. 
equipment were judged from past  experiences ( r e f .  10) t o  be adequate t o  reproduce 
the sonic-boom signatures produced by the  generating a i r c r a f t .  The microphone 
equipment was cal ibrated p r io r  t o  each day's t e s t  runs. The output of the micro- 
phones w a s  recorded on a conventional multichannel oscillograph f o r  which the  
recording elements had a f la t  frequency response from 0 t o  5,000 cps. 

This microphone arrangement made 

The microphones, which a re  com- 

The charac te r i s t ics  of t h i s  

Aircraf t  response.- The Piper Colt and Modified Beech C-45H were each equipped 
with three NASA acceleration t ransmit ters ,  a Consolidated Electrodynamics f l i g h t  
oscillograph, a l/l0-second timer, and a &.TI camera. 
ments i n s t a l l e d  i n  the Beech C-45H a i r c r a f t  i s  shown a s  f igure 7. 
t i on  t ransmit ters  were oriented t o  measure longitudinal,  normal, and transverse 
accelerations,  had na tura l  frequencies around 16 cps, and were from 0.6 t o  0.65 
c r i t i c a l l y  damped. 
and were 0.6 c r i t i c a l l y  damped. 
t i on  time h is tory  ranged from 1.30 t o  1.46 in./g.  

A photograph-of the ins t ru-  
The accelera- 

The recording galvanometers had na tura l  frequencies of 10 cps 
The s e n s i t i v i t i e s  of the t races  of the accelera- 

The instruments were fastened t o  3/8-inch-thick dural  panels which were 
The instrument board was r ig id ly  attached t o  the s t ructure  of the a i r c r a f t .  

fastened t o  the  s t ructure  just under the baggage-compartment f loor  of the Colt 
and t o  the  f loo r  seat  attachment f o r  the  r igh t  seat  i n  the  forward cabin of the 
C-45H. 
the  airplanes a t  about 55 percent mean aerodynamic chord of the Colt and 

The acceleration t ransmit ters  were located near the center of gravity of 
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31 percent mean aerodynamic chord of the  C-45H. The gun cameras were fastened 
t o  the wing s t r u t  of t he  Colt and under the front  of the fuselage of the C-45H 
with the lens  axis  pointing forward t o  indicate a i r c r a f t  motions. Power fo r  the 
instruments was supplied by a 24-volt bat tery f o r  the  Colt and by the  airplane 
system for  the C-45H. 

RESULTS AND DISCUSSION 

Nature of Sonic-Boom Input 

The profile-view geometry of the  shock-wave patterns from the generating 
The shock waves a re  swept back a t  an angle p airplane i s  shown i n  figure 8. 

depending on the Mach number, extend t o  the ground, and are  ref lected by the  
ground surface, as indicated by the  dashed l i ne .  Therefore, the disturbance 
observed a t  a measuring s ta t ion  on the ground was generated pr ior  t o  the time 
tha t  the  a i r c r a f t  passed overhead but was not detected u n t i l  the  a i r c r a f t  had 
passed by. For uniform sonic-boom exposures over an area on the ground, it i s  
thus important t h a t  steady-supersonic-flight conditions be maintained fo r  a 
specified distance along the flight track. This specified distance along the  
f l i g h t  t rack i s  a function of the  airplane operating conditions of Mach number 
and a l t i tude .  For t he  conditions of the  present tests, t he  sonic booms experi- 
enced by the tes t  a i r c r a f t  were from steady l eve l  f l i g h t  conditions of the gen- 
erat ing a i r c ra f t .  

A s  indicated schematically i n  figure 8, the  t e s t  a i r c r a f t  experienced a d i f -  
ferent  sonic-boom exposure when i n  the a i r  than when parked on t h e  ground. When 
the  tes t  a i r c r a f t  were i n  the a i r ,  the geometry was such tha t  there w a s  f irst  an 
exposure t o  the incident waves and, a t  some time l a t e r ,  t o  the ref lected waves 
which are seen t o  approach the tes t  a i r c r a f t  a t  a different  angle. 
a i r c r a f t  were a t  ground level ,  these incident and ref lected waves were essent ia l ly  
i n  phase and the  resul t ing pressures were about double the  free-air values. 

When the tes t  

Wave shapes.- Tracings of sample sonic-boom pressure time h i s to r i e s  from 
which data were obtained are  reproduced i n  f igures  9 and 10 f o r  both high-altitude 
and low-altitude f l i g h t  conditions of the  generating a i r c r a f t  t o  i l l u s t r a t e  some 
of the  physical phenomena involved and t o  define some of the  symbols used. The 
pressure time h i s to r i e s  from run 1 as obtained a t  ground l eve l  and on a 20-foot- 
high mast (as indicated i n  the sketch) fo r  a high-altitude pass a re  presented i n  
figure 9. 
incident and ref lected waves a re  coincident. 
obtained on the  top of t he  20-foot-high mast as shown i n  f igure g(b) contains 
d i s t inc t  incident and ref lected wave components. 

Since the  t i m e  h is tory of f igure 9(a)  w a s  made a t  ground level ,  the  
On the other hand, the  t racing 

When the  generating airplane i s  operating a t  low a l t i tudes ,  t he  wave shapes 
vary from the  c l a s s i ca l  N-wave shape of figure g(a) .  
variation, time h i s to r i e s  f o r  run 1k are  shown i n  figure 10. 
from figure l O ( a )  t h a t  additional peaks occur i n  the record about midway between 
the f i rs t  and last  pressure rise. These additional pressure rises were found t o  
be associated with the geometry of the  airplane and i n  par t icu lar  with the  wing. 
(See r e f s .  1 and 10.) 

I n  order t o  i l l u s t r a t e  t h i s  
It can be noted 



Peak pressures.- Measured values of the overpressures, as defined in fig- 
ure 9, for all of the runs are presented in table I. 
are the theoretical values calculated for the test Mach numbers and altitudes by 
the far-field relations of reference 11 in the form presented in reference 12. 

Shown also for comparison 

The measured ground pressure data for all tests for the on-the-track condi- 
tions are plotted in figure 11 as a function of the generating-airplane altitude. 
It can be seen that the pressures measured at the ground range from about 
12 lb/sq ft at an altitude of 3,600 feet MSL to about 1 lb/sq ft at 36,000 feet 
MSL. The measured data are seen to be in good agreement with the calculations. 
Thus, the theory of reference 11 is useful for making estimates of the overpres- 
sures for this type of generating aircraft at these test altitudes and was used 
as a basis for estimating the overpressures on the test aircraft for conditions 
where direct measurements were not made. These estimated overpressures on the 
two test aircraft for all the test conditions are noted to vary from about 
1 lb/sq ft to about 16 lb/sq ft, as given in tables I1 and 111. 

Shock-wave angles.- Shock-wave angles, measured with the aid of the micro- 
phone array sketched in figure 9, are listed in table I along with calculated Mach 
angle values for a homogeneous atmosphere. The measured values of fl are seen 
to be in good agreement with the calculated values of p; this agreement thus 
indicates that the atmospheric temperature and wind effects on shock-wave propaga- 
tion are snall. "he estimated shock-wave angles experienced by the two test air- 
craft are noted to vary in magnitude from about 550 to 790. 
and 111.) 

(See tables I1 

Periods.- Bokh measured and calculated values (see refs. 11 and 12) of the 
(as defined in periods of the generating-aircraft pressure time histories At 

fig. 9(a)) are included in table I for all the runs. 
general, the calculated values are in good agreement with those measured. Esti- 
mates of periods of the shock waves to which the test aircraft were exposed, based 
on calculated values adjusted for the test aircraft speed and direction of flight, 
are noted to vary from about 0.035 to 0.120 in tables I1 and 111. 

It can be seen that, in 

Aircraft Responses 

Acceleration time histories.- Examples of the acceleration responses of the 
Piper Colt and Beech C-45H airplanes due to exposure to sonic booms are shown in 
figures 12 and 13. In each example three acceleration time histories are shown: 
longitudinal, transverse, and normal. The results shown in figure 12 for the 
responses of the aircraft in flight were obtained during run 14a for which the 
overpressure was 16.20 lb/sq ft and those shown in figure 13 for the responses of 
the parked aircraft are from run 10a for which the overpressure was 11.72 lb/sq ft. 
(See tables If and 111.) Most of the acceleration traces contain high-frequency 
(>lo cps) low-amplitude acceleration associated with the airplane engine-induced 
vibrations. In some instances, acceleration response to the sonic boom was barely 
discernible from this residual acceleration level in the airplane. 

For those instances where discernible accelerations were recorded (fig. 12( a), 
for example) the response has a sinusoidal-type waveform with a period of about 
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0 .1  second and, generally, i s  damped out i n  l e s s  than 2 cycles. Whether these 
accelerations a re  due primarily t o  airplane s t ruc tu ra l  responses o r  t o  a combina- 
t i on  of s t ruc tu ra l  and r i g i d  body responses i s  not def in i te ly  known. It i s  
thought, however, t h a t  s t ruc tu ra l  responses are the primary source. This premise 
i s  supported by the  f ac t  t h a t  no rigid-body motions ( r o l l ,  p i tch,  and yaw) could 
be detected from examination of the motion pictures  taken by the gun camera. The 
time durations of the sonic-boom signatures (Atest = 0.035 t o  0.120 sec 
tab le  111) are  small compared with the periods of the so-called short-period 
modes of the  a i r c r a f t  (approximately 1.7 sec f o r  the  C-45H) and, hence, very 
l i t t l e  exci ta t ion of these modes would be expected. 
material  ve loc i t ies  behind the  shock waves were estimated t o  be about 6 f t / sec  
fo r  these t e s t  conditions. 
on the airplane i n  a v e r t i c a l  direction, it would be equivalent t o  a 6 f t / s ec  gust 
and would correspond t o  a maximum angle-of-attack change of 3O. 
source, the acceleration responses appear t o  be so small as t o  be insignif icant  
with regard t o  airplane s t ruc tu ra l  loads or control. 

i n  

Furthermore, the maximum 

If it i s  assumed t h a t  t h i s  material veloci ty  reacted 

Whatever the  

For the in- f l igh t  condition of figure 12(a)  the time of passage of both the 
incident and re f lec ted  shock waves as defined i n  f igure 8 i s  shown. 
t o  the ref lected wave i s  smaller than t h a t  t o  the incident wave and i n  the  reverse 
direction, as would be expected. For t h i s  specif ic  condition, the re f lec ted  waves 
arr ived about 2.5 seconds after the  incident waves. Both the incident and 
re f lec ted  waves s t r i k e  the  parked airplane on the ground essent ia l ly  a t  t he  same 
t i m e  ( f i g .  8) and, consequently, only one shock-wave passage i s  indicated i n  f i g -  
ure 13. 

The response 

Peak acceleration values.- M a x i m u m  posi t ive and negative values of t he  nor- 
m a l ,  transverse, and longitudinal accelerations were determined from time his to-  
r i e s ,  such as those of figures 12 and 13, and are given i n  tab les  I1 and I11 f o r  
the Piper Colt and Modified Beech C-45H airplanes,  respectively. 
t i o n  data are a l so  p lo t t ed  as a function of sonic-boom overpressure fo r  both the 
in- f l igh t  ( f i g .  14 )  and ground ( f i g .  15) conditions t o  i l l u s t r a t e  some of the  main 
findings of the  investigation. The c i r c l e  and square symbols, respectively indi-  
cate  t h a t  the heading of the tes t  airplane i s  e i the r  p a r a l l e l  t o  or perpendicular 
t o  t h a t  of t he  generating a i r c r a f t .  

These accelera- 

The maximum measured accelerations near t he  center of gravity of the tes t  
, airplanes are seen t o  be less than %.2g i n  any direction. Although considerable 

sca t t e r  i n  these data ex i s t s ,  there  i s  a general trend toward increased accelera- 
t i on  response as the overpressure increases. 

I 

The r e l a t ive  or ientat ion of the  a i r c r a f t  and the  shock wave i s  seen t o  be 
very s ignif icant  with respect t o  the measured longitudinal and transverse accel- 
erat ion values. In  par t icu lar ,  the  transverse accelerations were la rges t  and the  
longitudinal accelerations were smallest when the  advance of the  shock f ront  w a s  
perpendicular t o  the  t e s t  a i r c r a f t  heading, whereas the  reverse w a s  true when the  
advance of the  shock f ront  w a s  p a r a l l e l  t o  the tes t  a i r c r a f t  heading. The normal- 
acceleration measurements d id  not seem t o  be sensi t ive t o  airplane or ientat ion f o r  
the range of t e s t  conditions studied. 

8 



Comparison of the responses of the Colt airplane ( f i g s .  14(a)  and l ? ( a ) )  
with those of the Modified C-45H airplane ( f i g s .  14(b) and l 5 ( b ) )  shows t h a t  the 
accelerations were somewhat higher on the Colt than on the C-45H. This di f fe r -  
ence i n  response i s  thought t o  be mainly due t o  the l i gh te r  wing loading of the 
Colt (11.2 lb/sq ft  compared with 26.3 lb/sq f t ) .  

0.1 second, and generally were damped out i n  l e s s  than 2 cycles. 
from the  booms were not discernible from the residual  acceleration level .  A i r -  
plane rigid-body motions were not detected from motion pictures  and the  primary 
source of the response was thought t o  be s t ruc tura l .  Somewhat higher responses 
were measured f o r  the Piper Colt than f o r  the  Modified Beech C-45H and were 
a t t r i bu ted  t o  the l i g h t e r  wing loading of the Colt. 

Some responses 

In  general, the  magnitude of the acceleration response increased with over- 
pressure, w a s  dependent on the  or ientat ion of the shock wave and t e s t  a i r c r a f t ,  

9 

Inspection of tab les  I1 and I11 indicates t h a t  the la rges t  in - f l igh t  accel- 
In  t h i s  run, the eration, 0.16g, occurred for  the  Colt a i r c r a f t  during run 18a. 

a i r c r a f t  was subjected t o  an overpressure of about 11 lb/sq f t  while operating 
close t o  the s ta l l  speed. 
where the  a i r c r a f t  was considered t o  be most susceptible t o  l o s s  of control, the  
responses were of l i t t l e  consequence. 
of the C-45H airplane were barely detectable. 

Even f o r  t h i s  high overpressure and f l i g h t  condition 

For the same t e s t  conditions, the responses 

Comparison of sonic-boom-induced responses with those induced by other 
i inputs.- I n  order t o  indicate the magnitude of the sonic-boom responses r e l a t ive  

t o  other responses resu l t ing  from routine operations, acceleration time h i s to r i e s  
recorded during take-off and landing operations, f l i g h t  i n  l i g h t  turbulence, and 
during the  sonic-boom t e s t s  a r e  presented i n  figures 16 and 17. 
these f igures  indicates  t h a t  t he  responses t o  the  sonic boom i n  almost every run 
a re  small i n  comparison with the acceleration responses resu l t ing  from runway 
roughness during take-off and landing and by f l i g h t  i n  l i g h t  turbulence. 
h i s to r i e s  of accelerations measured during the ground run i n  take-off and landing 
do not include l i f t - o f f  and landing impact. Only i n  the transverse accelerations 
during run 10b did the magnitude of the responses approach the  magnitudes of 

It would appear, therefore,  
t h a t  t he  sonic-boom-induced responses are ,  fo r  the most par t ,  negligible i n  com- 
parison with responses resu l t ing  from normal routine operations. 

1 Examination of 

The time 

' accelerations experienced i n  routine operations. 

I 
I CONCLUDING RENARKS 



and apparently was somewhat higher i n  f l ight close t o  s t a l l  than i n  cruise or 
turning f l i gh t .  

The responses t o  the sonic booms appeared t o  be so small as  t o  be insignif-  
icant  as  regards s t ruc tura l  loads or airplane control and were, for  the most par t ,  
negligible i n  comparison with responses resul t ing from routine operations such a s  
take-off, landing, and f l i g h t  i n  l i g h t  a i r  turbulence. 

Langley Research Center, 
National Aeronautics and Space Administration, 

Langley Station, Hampton, V a . ,  May 10, 1963. 
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Gross weight, 1650 Ib 
Wing area, 147 sq f t  
Wing loading, 11.2 Ib/sq f t  
Speed range, 54 to 120 rnph 

( a )  Piper Colt. 

Figure 4.- Three-view drawing of the t e s t  airplanes.  
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Gross weight, 9300 Ib 
Wing area, 353 sq ft  
Wing loading, 26.3 Ib/sq ft 
Speed range, 64 to 210 mph 

I----- 408"7 

(b) Modified Beech C-45H. 

Figure 4.- Concluded. 
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Figure 8.- Profile-view geometry of shock-wave pat terns  from generating airplane.  
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At = 0.104 SeC t- 
I 

Atmospheric pressure 

Tail shock wave 
Bow shock wave 

~ 

( a )  Microphone on ground. 

Time - 

(b)  Microphone on X)-foot-high mast. 

Figure 9.- Tracings of sample sonic-boom pressure t i m e  h i s t o r i e s  f o r  a high-alt i tude f l i g h t  con- 
a t i o n  of generating a i r c r a f t .  (RUII I.) 
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Figure 14.- Maximum airplane in-flight acceleration responses due to sonic-boom overpressures. 
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Figure 15.- M a x i m  airplane on-ground acceleration responses due to sonic-boom overpressures. 
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